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LMU24-SR

AC 24 V  50/60 Hz, DC 24 V 
AC/DC 19.2 ... 28.8 V 
1 W @  /  0.4 W @ 
2 VA
1 m 4 x 0.75 mm2

5 Nm 
DC2(0)...10 V (  100k )
DC2...10 V

III ( )
IP54

ECCME  89/336/EEC 
EN 60730-1 1
-30 ... +50°C 
-40 ... +80°C 
95%    (EN 60730-1) 

157x 66 x 60 mm 
 37 mm 

6 ... 20 mm
500 g 

•

 95°, 
150 s  95° 

 35 dB (A) 

 (L x W x H) 

[mm]

116

47

61

22 94 41

66

•  5 Nm 
•  AC/DC 24 V 
• DC 2(0)...10 V 

DC 2 ... 10 V •
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LMU230SR

AC 100 ... 240 V  50/60 Hz 
AC 85 ... 265 V 
2.0 W @  / 1 W @ 
4 VA
1 m 2 x 0.75 mm2

1 m 4 x 0.75 mm2

5 Nm 

 95°, 
150 s  95° 

 35 dB (A) 

II ( )
IP54

ECCME  89/336/EEC 

EN 60730-1 1
-30 ... +50°C 
-40 ... +80°C 
95%   (EN 60730-1) 

mm06x66x971)HxWxL(
 37 mm 

6 ... 20 mm
700 g 

•

CE  73/23/EEC 

[mm]

116

47

61

22 116 41

66

•  5 Nm 
•  AC 100 ... 240 V 
• DC 2(0)...10 V 
• DC 2 ... 10 V 

DC2(0)...10 V (  100k )
DC2...10 V
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